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TTE : . //// R NOV 1
: 41
NEDED-E —~ 980
Honorable Edward J. King - ' 47<‘.>v, .
Governor of the Commonwealth of _ .
Masgsachusetts _ .

State House
Boston, Massachusetts

Dear Governor King:

Inclosed 1s a copy of the Lynde Brook Reservoir Dam (MA-00990-Dam) and
(MA-01290-East Dike) Phase I Inspection Report, which was prepared
under the National Program for Inspection of Non-Federal Dams. The
report is based upon a visual inspection, a review of past
performance, and a preliminary hydrological analysis. A brief
assessment 1s included at the beginning of the report.

The preliminary hydrologic analysis has indicated that the spillway
capacity for the Lynde Brook Reservoir Dam and East Dike would likely
be exceeded by floods greater than 13 percent of the Probable Maximum
Flood (PMF), the ‘test flood for spillway adequacy. Our screening

- eriteria specifies that a dam of this class which does not have
suffiecient spillway capacity to discharge fifty percent of the PMF,
should be adjudged as having a seriously inadequate spillway and the
dam sssessed as unsafe, non-emergency, until more detailed studies
prove otherwise or corrective measures are completed.

The term "unsafe” applied to a dam because of an inadequate spillway
does not indicate the same degree of emergency as that term would 1if
applied because of structural deficiency. It does indicate, however,
. that a severe storm may cause overtopping and possible failure of the
~dam, with significant damage and potential loss of life downstream.

It is recommended that within twelve months from the date of this

report the owner of the dam engage the services of a professional or

. consulting engineer to determine by more sophisticated methods and
procedures the magnitude of the spillway defictency. Based on this

- determination, appropriate remedial mitigating measures should be

" designed and completed within 24 months of this date of notification.
In the interim a detailed emergency operation plan and waraing system
"ghould be promptly developed. During periods of unusually heavy
precipitation, round-the~clock surveillance should be provided.



NOV 14 1550

NEDED-E
Honorable Edward J. King

I have approved the report and support the findings and recommenda—
tiona deacribed in Section 7, with qualifications as noted above. I
request that you keep me informed of the actions taken to implement

" these recommendations since this follow-up is an important part of the

non~Federal Dam Ingpection Program.

A copy of this report has been forwarded to the Department of Environ-

. -mental Quality Engineering, the cooperating agency for the Common-

wealth of Massachugetts. This report has also been furnished to the
owner of the project, City of Worcester, Mass.

.Coples of this report will be made available to the public, upon

request to this office, under the Freedom of Information Act, thirty
days from the date of this letter.

- T wish to take this opportunity to thank you and the Department of

Environmental Quality Engineering for the cooperation extended in
carrying out this program.

Sincerely, .

« HODGSON, JR.
Colone), Corps of Englneers
-Acting Division Engineer
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BRIEF ASSESSMENT

Lynde Brook Reservoir Dam, constructed in 1876, is an earth embankment about 58
ft. high, 500 ft. long and has a masonry core wall. The left abutment of the dam
appears to be a manmade promontory. This promontory also serves as the right
abutment of a 1,050 ft. long, 14.5 ft. high dike located east of the dam. The
dike also has a masonry core wall. The upstream slopes of both embankments are
random rock riprap. The crest and downstream slopes are grass covered, There are
two outlet facilities for the reservoir; a submerged intake tower at the dam and

a gate house at the dike. The reservoir can be drawn down by means of a 24 in.
dia. blowoff pipe at the main dam.

The reservoir is about 4,700 ft. long and the surface area of the pond at spillway
crest is about 124 acres. The drainage area above the dam is about 2.80 sq. mi.
(1,795 acres), the maximum storage to top of dam is about 2,737 acre-ft., and the
height of the dam is about 58 ft. Based on height and storage, the size classifi-
cation is intermediate. A breach of the dam would damage 21 homes, seven commer-—
cial establishments, three mill complexes, a state route, several other roadways
and potentially cause the loss of more than a few lives. ' Therefore, the dam has
been classified as having a high hazard potential. Based upon the guidelines, the
recommended test flood is a full PMF (4,970 cfs).

The routed test flood outflow (4,350 cfs) would overtop the dam by about 1 ft. The
spillway can pass about 560 cfs or about 13 percent of the routed test flood outflow
without overtopping the dam.

The dam is judged to be in generally good conditiom structurally, however the over-
all rating must be fair due to spillway inadequacy. There is minor seepage at two
locations along the downstream toe. The dike is also judged to be in good conditionm.
There was no evidence of seepage along the downstream slope of the dike. Both the
dam and dike, as well as the outlet facilities, are kept in good working comndition.

Within one year after receipt of this Phase I Inspection Report, the owner, the City
of Worcester, should retain the services of a registered professional engineer and
implement the results of his evaluation of the following: (1) a detailed hydro-
logic-hydraulic investigation to assess further the potential for overtopping and
the adequacy of the spillway; (2) a yearly evaluatlon of the seepage at the down-
steam toe of the dam; (3) investigate possible relecation of gate controls to up-
stream side of embankment; and, (4) whether splllway discharge channel modifica-
tions are required to forestall possible overtopping of the walls.



The owner should also implement the following operating and maintenance measures:
(1) develop a formal surveillance and dovmstream emergency warning plan including
round-the—clock monitoring during periods of heavy precipitation; (2) institute
procedures for an annual technical inspection of the dam and its appurtenant
structures, including the minor seepage; and, (3) prepare a copy of the dam out-
let control plan.

Peter B. Dyson
Projéct. Manager
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consistent with the Recormended Cuidelines for Safety Inspection of

Dams, and with good engineering judgment and practice, and ies hereby
submitted for approval.
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PREFACE

This report is prepared under guidance contained in the Recommended Guidelines
for Safety Inspection of Dams, for Phase 1 Investigations. Copies of these
guidelines may be obtained from the Office of Chief of Engineers, Washington,
D.C. 20314. The purpose of a Phase I Investigation is to identify expeditiously
those dams which may pose hazards to human life or property. The assessment of
the general condition of the dam is based upon available data and visual inspec~
tions, Detailed investigation, and analyses involving topographic mapping, sub-
surface investigations, testing, and detailed computational evaluations are be-
yond the scope of a Phase I investigation; however, the investigation is intended
to identify any need for such studies.

In reviewing this report, it should be realized that the reported condition of
the dam is based on observations of field conditions at the time of inspection
along with data available to the inspection team. In cases where the reservoir
was lowered or drained prior to inspection, such action, while improving the
stability and safety of the dam, removes the normal load on the structure and
may obscuxre certain conditions which might otherwise be detectable if inspected
under the normal operating environment of the structure.

It is important to note that the condition of a dam depends on numerous and con-
stantly changing internal and external conditions, and is evolutionary in nature.
It would be incorrect to assume that the present condition of the dam will con-
tinue to represent the condition of the dam at some point in the future. Only
through continued care and inspection can there be any chance that unsafe con-
ditions be detected.

Phase I inspections are not intended to provide detailled hydrologic and hydraulic
analyses. In accordance with the established Guidelines, the Spillway Test Flood:
i3 based on the estimated '"Probable Maximum Flood" for the region (greatest
reasonably possible storm runoff), or fractions thereof. Because of the magni-
tude and rarity of such a storm event, a finding that a spillway will not pass
the test flood should not be interpreted as necessarily posing a highly inade-
quate condition. The test flood provides a measure of relative spillway capa-
city and serves as an alde in determining the need for more detailed hydrologic
and hydraulic studies, considering the size of the dam, its general condition
and the downstream damage potential.

The Phase I Investigation does not include an assessment of the need for fences,
gates, no-trespassing signs, repairs to existing fences and railings and other
items which may be needed to minimize trespass and provide greater security for
the facility and safety to the public. An evaluation of the project for com-
pliance with OSHA rules and regulations is also excluded. :
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LYNDE BROOK RESERVQIR DAM

OVERVIEW OF DAM FROM RIGHT ABUTMENT
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PHASE I INSPECTION REPORT.
LYNDE BROOK RESERVOIR DAM MA 00990

SECTION 1 - PROJECT INFORMATION

1.1 General

a. Authority. Public Law 92-367, August 8, 1972, authorized the Secretary of
the Army, through the Corps of Engineers, to initiate a national program of dam in-
spection throughout the United States. The New England Division of the Corps of
Engineers has been assigned the responsibility of supervising the inspection of dams
within the New England Region. Louis Berger & Associates, Inc. has been retained by
the New England Division to inspect and report on selected dams in the State of Mass-
achusetts, Authorization and notice to proceed was issued to Louis Berger & Assoclates,
Inc. under a letter of 28 March 1980 from William E. Hodgson, Jr., Colonel, Corps of
Engineers, Contract No. DACW33-80-C-0043 has been assigned by the Corps of Engineers
for this work.

b. Purpose of Inspection

(1) Perform technical inspection and evaluation of non-Federal dams to identify
conditions which threaten the public safety and thus permit correction in a timely
manner by non-Federal interests,

(2) Encourage and assist the States to initiate quickly effective dam safety
programs for non-Federal dams.

(3) Update, verify and complete the National Inventory of Dams.

1.2 Description of Project

a. Location. Lynde Brook Reservoir Dam is located in Worcester County in the
Town of Leicester in south-central Massachusetts, The reservoir is situated on Lynde
Brook approximately 0.7 miles above Smiths Pond. From this pond issues Kettle Brook,
which joins the Middle Blackstone River at a point about 6.8 miles below the dam. The
dam is shown on U.S.G.S, Quadrangle, Worcester North, Massachusettsa, with coordinates
approximately at N 420 15' 07", W 719 527 24",

b. Degerintion of Dam and Appurtenances.

(1) Description of Dam. Lynde Brook Reservoir Dam is an earth embankment
about 58 ft, high and about 500 ft. long with a masonry core wall. The elevation
at the top of the core wall is unknown. The dam was constructed in 1876, The
dam has a crest width of about 50 ft. and a downstream slope of about 2% hori-
zontal te 1 vertical. Both the crest and downstream slope are sodded. The
upstream slope is of random rock riprap. .

The left abutment of the dam is a promontory, which appears to be man-made, be-
tween the dam and a dike located east of the dam. The reservoir rim along the left
abutment is rand§2 rock riprap and the crest of the abutment is sodded. A paved _
access road to thé reservoir outlet facilities below the main dam is located across
the crest of the abutment about 300 ft., from the reservoir rim.



Lynde Brook Reservolr is comnected to a series of other reservoirs via a 24 ip,
dia. aqueduct (see page IV). The facility is uysed to store excess runoff from
the other reservoirs,

(2) Description of East Dike. A 1,050 ft. lomg and about 14.5 ft. high
dike connects the left abutment of the dam with the northern reservoir rim. This
dike has a crest width of about 42 ft. and a downstream slope of about 1 2/3
horizontal to ] vertical, both of which are sodded. The upstream slope is of
random rock riprap. The drawings in Appendix B indicate that the dike has a
masonry core wall, however, the elevation 1s unknown.

(3) Spillway. The spillway for Lynde Brook Reservoir Dam is located at the
right abutment of the dam. It has a crest length of 28.8 ft. between the grouted
ashlar masonry training walls. An 8 in. high steel angle iron serves as the fixed
crest. The top of dam is 3.5 ft. above the spillway crést. Both the upstream
approach channel and downstream discharge channel are paved with concrete grouted
‘riprap. The downstream channel converges from about 28.8 ft. to about 16 ft. just
downstream of the crest. It has 2.5 ft. high rubble masonry tralning walls and a
siope of 7 horizontal to 1 vertical, At the end of the 345 ft. long channel there
is heavy rock riprap.

(4) Outlets. There are two outlet facilities for Lynde Brook Reservoir. A
submerged intake tower is located about 200 ft. left of the right abutment of the
dam and about 50 ft. upstream of the crest of the dam. The submerged intake tower
hag three 24 in. dia, cast iron outlet pilpes with the inverts located about 42 ft.
below the top of dam or about elevation 785(+). These three pipes are carried
under the dam in a stone box culvert and enter into a gate house located at the
downstream toe of the dam. The level of the top of the inlet tower is unknown.

In the gate house there are manual gate valves and stems for controlling outflows.
The right and center pipes provide water for the municipal water supply system and
cannot be used for reservoir drawdown. A chlorination house located about 75 ft.
downstream of the gate house provides chlorine treatment to the discharge from these
two outlet pipes. The left outlet pipe is used as a mud pipe or blowoff pipe. It
outlets about 200 ft. downstream of the gate house through a rubble masonry headwall,
All gates were reported to be in operating condition.

A gate house is located about 180 f£t., right of the left abutment of the east dike
and is accessad by an approximately 35 ft. long catwalk from the crest of the dike.
There is only one outlet from the gate house at the dike. A 30 in. dia. pipe
carries flows from the gate house under the dike into the municipal water supply
system. Outflows are controlled by a manual slide gate reported to be in operating
condition. The invert is estimated to be at about elevation 805 (*).

¢. Size Classification. Lynde Brook Reservoir Dam has a hydraulic height of
about 538 ft. above downstream river level, and impounds a normal storage of about
2,300 acre-ft,. to spillway crest level and a maximum of about 2,737 acre~ft. to
top of dam. In accordance with the size and capacilty criteria given in Recommended
Guidelines for Safety Inspection of Dams, the project falls into the intermediate
category on the basis of height and storage and is therefore classified accordingly.

d. Hazard Claggification. A breach failure analysis was performed in the
event of either a dam or dike failure at Lynde Brook Reservoir, In the initial
impact area below the dam it is estimated that about 20 homes, 7 commercial
establishments and 3 will complexes would be severely flooded by the breach dis-
charge. In the initial impact area below the dike it is estimated that between
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50 and 70 homes, 6 commercial establishments, a school and a church would be
severely flooded by the breach discharge. Depths of flooding would range
between 1 and 9 ft.

In accordance with the Recommended Guidelines for Safety Inspecticn of Dams,
Lynde Brook Reservolr has therefore been classified as having
potential, since failure of either the dam or dike would caudewid
to homes, industries, commercial establishments and highways, with the potential
for the loss of more than a few lives.

e, Ownership. Lynde Brook Reservoir Dam is owned by the City of Worcester,
Mass.

£. Operator. The operator of the dam is Mr. Ken $tarbard, Superintendent,
Worcester Water Dept., Worcester, Mass. Telephone (413)829-4811.

g- Purvoge of Dam. Lynde Brook Reservoir Dam is operated in conjunction with
other water storage facilities for providing municipal water supplies to the City of

Worcester.

h., Design and Construction History. Lynde Brook Reservoir and Dam was con-
structed in 1876. A wood and earth dam said to have been constructed by local
Indians previously existed at the site and its submerged remnants are located just
upstream of the present dam.

The present dam was designed by Wm. J. McAlpine, Consulting Engineer. Copies of
two of the original plans of the dam and dike can be found in Appendix B. There
1s also a copy of a third plan dated 1897 showing a cross—section through the dike
and gate house. There also exists a plan of the outlet facilities of the dam,
dowvmstream gate house and chlorination house piping system. This plan is securely
fastened to an inside wall of the chlorination house. A sketch copy of it is
included in Appendix B.

i. Normal Operating Procedure. There are no written operating procedures for
the facility. The reservoilr is utilized as a storage facility for excess runoffs
from other reservoirs. It 1s connected to Kettle Brook Reservoir No. 1 immediately
upstream via a 24 in. dia. gravity feed conduit (see Locaticn Map, page IV). The
only operating devices are the gates and valves associated with the gate house
structures. The grass on the crests and downstream slopes is cut periodically and
the spillway training walls and chute are repaired as necessary.

1.3 Pertinent Data

a, Drainage Area. The drainage area contributing to Lynde Brook Reserveir
encompasses a total of about 2.80 sq. mi. (1,795 acres), of which 124 acres are
occupied by the reservoir. The longest circuitous stream course leading to the
dam is about 3.71 miles long with an elevation difference of about 391 ft., or
at a slope of about 105 ft. per mile. The drainage area has a length of about
3.5 miles and has an average width of about 0.9 miles. The basin consists of both
open fields and forested areas with housing developments located in the very upper
reaches of the drainage area. Southwick Pond is also situated in the upper reaches
of the drainage area and nearly all of the Worcester Municipal Airport is located
near the midpoint of the area. Kettle Brook Reservoir No. 1, the last in a series




of other reservoirs, is located in a drainage area that is immediately west of
the Lynde Brook Pond Dam drainage area and an aqueduct that drains toward Lynde
Brook Reservoilr connects the two reservolrs.

b. Discharge at Demsite

(1) Outlet Works Conduit. Low level discharge from Lynde Brook Reservoir
Dam is provided by a 24 in. dia. outlet pipe which extends from inside the reser-~
volr to a gate house located on an earth bench at the toe of the dam. Flows in
the pipe are regulated by a 24 in. gate valve in the gate house, Just downstream
of the gate house the 24 in. dia. pipe makes a 90 degree bend to the left and a
short distance from this point the 24 in. dia. line discharges into an old 48 in.
square stone box conduit, which in turn discharges intoc a 40 in. dia. cast iron
pipe emptying into Lynde Brook at the toe of the dam. At the gate house, the
invert of the discharge pipe is about 785(¥) ft. NGVD. The waste pipe would be
capable of discharging about 61 cfs when the control valve was wide open and the
reservolr water surface level was at the top of the dam. There are two other 24
in. dia. pipes and gate valves, These pipes however connect directly into the
city water supply system and are not capable of low level withdrawal.

. (2) Maximum Known Flood at Damsite. WNo records are available of flood inflows
into Lynde Brook Regserveir, nor of spillway releases and surcharge heads during such
inflows. ’

(3) Ungated Spiliway Capacity at Top of Dam. The ungated spillway capacity at
top of dam. elevation 827.35, is 560 cfs. -

(4) Ungated Spillway Capacity at Test Flood Elevation. The ungated spillway
capacity is 830 cfs at test flood elevation 828.3.

(5) Gated Spillway Capacity at Normal Pool Elevation. Not applicable.

(6) Gated Spillway Capacity at Test Flood Elevation. WNot applicable.

(7) Total Spillway Capacity at Test Flood Elevation. The total spillway capacity
at test flood elevation 828.3. is the same as (4) above, 830 cfs.

(8) Total Project Discharge at Top of Dam. The total project discharge at top
of dam, elevation 827.35 ft., is 620 c¢fs.

{9) Total Project Discharge at Test Flood Elevation. The total project discharge
at test flood is 4,350 cfs at elevation 828. 3.

c¢. Elevation (Ft. N.G.V.D.)
(1) Streambed at toe of dam - 768.7+
(2} Bottom of cutoff - Unknowm

(3) Maximum tailwater - Unknown



(4)
(5)
(6)
(N
(8)

(9)

1
(2)
(3)
(4)
(3)

(1)
(2)
(3)
(4)
(5)

(1
(2)
(3
(4)

(5

(1)
(2)

Recreation pool - Not Applicable

Fuil flood control pool - Not. Applicable
Spillway crest - 824,0

Design surcharge (Original Design) - Unknown

Top of dam - 827.35
Top of dike - 827.35

Test fldod surcharge - 828,28
Reservoir (Length in Feet)

Normal pool - 4,700

Flood control pool - Not Applicable
Spillway crest pool - 4,700

Top of dam #'5’000

Test flood poel - 5,020

Storage (acre-feet)

Normal pool - 2,300

Flood control pool ~ Not Applicable
Spillway crest pool ~ 2,300

Top of dam - 2,737

Test flood pool ~ 2,870

Reservoir Surface (acres)

Normal pool - 124
Flood control pool - Not Applicable
Splllway crest 124

Top of dam ~ 138.5

Test flood pool - 142.5

Dam Dike
Type - Earth Fill Earth Fill
Length - 3500 ft, 1,050 fr.



(3)
(4)
(5)

(6)
(7
(8)
(9)

i,

(1)
(2}
(3)
(4)
(3)
(6)

1)
(2)
(3>

(4)
(5}

Height - 57.7 ft. 14.3 fr,

Top Width - 50 ft. . 42 fr,

Side Slopes - Downstream: 2% H Downstream: 1 2/3 H. to 1 V.
to 1 V. Upstream: Unknown Upstream: Unknown

Zoning - Unknown Unknown

Impervious Core - Masonry Core Wall Masonry.Core Wall

Cutoff - Unknﬁwn Unknown

Grout éurtain - Unknown Unknown

Diversion_ and RégulatingﬁTunnel - Not Applicable

Spillway

Type - Aghlar and rubble masonry with mortared joints, wasteway

Length of weir ~ 28,8 ft,

Crest elevation (with angle iron sill) - 824.0

Gates - Noné

U/$ Channel ~ Reservoir

D/s Channel - Converging, 16 ft. wide rubble masonry, with mortared

joints wasteway
Regulating Qutlets

Invert - Elev. 784.3
Size - 24 in., circular, leading to 48 in. square, leading to 40 in. circular

Degcription - 24 4in, cast irom pipe, leading to 48 in. sq. stone box culvert,
leading to 40 in. cast iron pipe

Control Mechanism -~ Hand operated 24 in. inline gate valve.

There are two 24 in. dia. pipes from the dam gate house and a 30 in. dia.
pipe from the dike gate house. All of these pipes feed into the closed
water supply system for the City and therefore could not be used as a means
of low level withdrawal.



SECTION 2 - ENGINEERING DATA

2.1 Design Data

The only data recovered concerning the design of the dam or appurtenances are the
three plans found in Appendix B and a plan of the dam's outlet comtrols. A copy
of this plan is not included in this report, as the only known copy is securely
fastened to a wall inside the chlorinating house at the toe of the dam.

2.2 Comnstruction Data

No records or correspondence regarding construction of the dam have been recovered.

2.3 Operation Data

No records or correspondence regarding past operation of the dam have been re-
covered. The only known operating records appear to be those of the chlorinating
process and the recording of water levels. These records are maintained on a
daily basis and are stored in the Worcester City Hall,

2.4 Evaluation of Data

a. Availability. Since no engineering data is available, it is not possible
to make an assessment of the safety of the dam. The basis of the information pre-
sented in this report is principally the visual observations of the inspection team.

b. Adequacy. The lack of in-depth engineering data did not allow for a defini-
tive review. Therafore, the adequacy of this dam could not be assessed from the stand-
point of reviewing design and comstruction data, but is based primarily on visual in-
spection, past performance history and sound engineering judgement.

¢. Validity., Not applicable



SECTION 3 -~ VISUAL INSPECTION

3.1 Findings

a. General. The visual inspection of Lynde Brook Reservoir Dam took place
on 16 April 1980. On that date the water level was just below the spillway crest
and wave action was causing it to slightly lap over the crest., There was no evi-
dence of major problems, but there is minor seepage at two locations downstream
of the dam. The dam and dike are judged to be in good physical condition,

b. Dam. Lynde Brook Reservolr, an impoundment of Lynde Brook, consists of
a dam, dike, spillway and outlet facilities. It provides storage for excess run-
off from other reservoirs and is operated by its owner, the Worcester Water Dapt. ,
in conjunction with these other reservoirs as a municipal water supply facility.

The dam is an earth embankment with a masonry core wall. It is about 500 ft. long,
38 ft. high and has a crest width of about 50 ft. The crest and 2% horizontal to

1 vertical downstream slope are grass covered and well maintained. The upstream
slope is of random rock riprap (see Appendix C, Photo Nos. 1 & 2). The left abutment
is a promontory which appears to be man-made, between the dam and the dike located
east of the dam (see Appendix B, Sketch Plan pg. B-1l). The reservoir rim along the
left abutment is random rock riprap and the crest of the abutment is sodded. A paved
access road to reservolr outlet facilities is located across the crest of the abut~
ment about 300 ft. from the reservoir rim. At the downstream toe of the junction of
the dam and left abutment there is a minor seep estimated to be about 0.1 gpm. This
seepage apparently passes under the access road, as there is a soft wet area to the
left of the roadway (see Appendix C, Photo No. 7). There is another seepage area

at the downstream toe of the dam about mid-dam and its flow is estimated to be less
than 0.1 gpm. Both seeps are discharging clear colorless water (see Appendix C,
Photo Nos. 5 & 6). In general the dam embankment is in good conditiom.

Dike, The dike is also an earth embankment with a masonry core wall. It is
about 1,050 fe. long, 14.5 ft. high and has a crest width of about 42 ft. The crest
and 1 2/3 horizontal to 1 vertical downstream slope are grass covered and well main-
tained. The upstream slope is of random rock riprap. At the time of the inspection
there was no evidence of seepage along the dike. In general the dike 1s in excellent
condition (see Appendix C, Photo Nos. 3 & 4).

¢. Appurtenant Structures. The spillway for the facility is located at the
right abutment of the dam, The spillway has a net crest length of 28.8 ft. between
grouted ashlar masonry training walls. An 8 in, high steel angle iron serves as
the fixed crest. The top of dam is 3.5 ft. above the spillway crest. The upstream
appreach apron is paved with concrete grouted riprap. The 7 horizontal to 1 vertical
downstream spillway channel converges from the 28.8 ft. wide spillway crest to about
16 ft. just downstream of the crest. 7t has 2.5 ft. high mortared rubble masonry
training walls and is paved with concrete grouted riprap. At the end of the 345 ft.
long spillway chute there is heavy random rock riprap. The spillway is in generally
good condition (see Appendix C, Photo Nos. 8, 9 & 10).

There are two outlet facilities for Lynde Brook Reservoir. A submerged intake tower
is located about 200 ft. left of the right abutment of the dam and about 50 ft., up-
stream of the crest of the dam.



The top of the submerged intake tower is about 20 ft. below the top of dam. A
steel grate serves as the top of the masonry structure. The inlets to two outlet
pipes are at the bottom of the intake tower. A third outlet pipe originally also
had its inlet at the bottom of the intake tower; however, this pipe has been ex-
tended through the intake tower and up into the reservolr to serve as a blowoff
or mud pipe. All three outlet pipes are 24 in. dia. and have their inverts about
42 ft. below the top of dam.

These three outlet pipes are carried under the dam via a stone box culvert and
emerge into a gate house located at the ddwnstream toe of the dam. In the brick
gate house thetre are manual gate valves and stems for controlling outflows. The
right and center outlet pipes provide watér for the municipal water supply system
and cannot be used for reservoir drawdown. A brick chlorination house is located
about 75 ft. downstream of the gate house. From here chlorine is added to the
municipal water system. The left outlet pipe serves as the blowoff or mud pipe and
outlets through a rubble masonry headwall about 200 ft. downstream of the gate house.
All three outlet pipes are reported to be in good working condition (see Appendix C,
Photo Nos. 11, 13 & 14). :

A gate house is located about 180 f£t. right of the left abutment of the east dike
and is accessed by an approximately 35 ft. long catwalk from the crest of the dike.
There is only one outlet pipe from the granite ashlar masonry gate house on the dike.
This 30 in. dia. pipe is controlled by a slide gate in the gate house and flows into
- the municipal water supply system., The slide gate is reported to be in working con-
dition (see Appendix C, Photo No. 12). The invert of the pipe is about 22 ft, below
top of dike. In general the outlet facilities appear to be well maintained and in
good working order.

d. Reservoir Area. The reservoir behind the dam and dike is an impoundment
of Lynde Brook. The shoreline upstream of the dam and dike 1s in excellent condi-
tion with no evidence of slides, movements or distress., A 24 in. dia. aqueduct
carries excess runoff from the Kettle Brook Reservoirs to Lynde Brook Reservoir.

e. Downgtream Channel. At the downstream end of the spillway chute and where
the blowoff pipe headwall is located, there is heavy rock riprap. From this point
Lynde Brook flows through a steep narrow valley section for about 2,800 ft. before
reaching State Route 9. At Route 9 the valley widens and flattens, and there are
numerous residential and commercial buildings in this area. About 600 ft. below
Route 9, Lynde Brook flows into Smiths Pond and Dam. Beyond Smiths Pond Lynde Brook
is knowm as Kettle Brook and it follows a relatively narrow ravine for a distance of
about 2,400 ft. Beyond this point the channel begins to widen and about 3 miles
downstream of the dam it flows into Stoneville Pond (see Appendix D, Drawing D-20).

- 3.2 Evaluation

In general, the visual inspection adequately revealed key characteristics of the dam
as they may relate to its stability and integrity, permitting an assessment to be
made of those features affecting the safety of the structure. Minor seepage was
noted from two areas along the downstream toe of the dam. No seepage was evident
along the downstream slope of the dike. The crest and downstream slope of the dam
and dike are well maintained. The outlet facilities all appeared to be inm good work-
ing condition. Downstream control of the outlet gates is not advisable due to a
continuous head in the condult beneath the embankment. The spillway training walls
are in good repair. The downstream spillway discharge channel training walls are
low and may be overtopped during periods of high flow. TFor these reasons the

Dam and Dike were judged to be in failr condition.
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SECTION 4 - OPERATIONAL AND MAINTENANCE PROCEDURES

4.1 Operation Procedures

a. General. The dam is owned and operated by the City of Worcester Water
Department. It is operated in conjunction with several other reservoirs to supply
municipal water. A 24 in. dia. aqueduct connects it to Kettle Brook Reservoir
No. 1 upstream. In the winter Lynde Brook Reservoir is generally drawn down
slightly below the spillway crest elevation in order to provide storage for the
excess spring runoff from other reservoirs.

b. Description of any Warning System in Effect. No warning system is in
effect at Lynde Brook Reservoilr Dam. The dam is visited daily.

4.2 Maintenance Procedures

a. General. There is no documented regular periodic maintenance program in
effect at Lynde Brook Reservoir Dam. ' There are, however, several items which require
and evidently recelve periocdic maintenance, such as: the upkeep of sod on the crest
and downstream slope ¢of the dam and dike; the removal of debris from the spillway
crest; the repair of the spillway training walls; the surveillance of the embankment
regarding seeps; and, the maintenance of the outlet structures and gates.

b. Operating Facilities, All outlet facilities'appear to be well maintained
and are reported to be in operating condition.

4.3 Evaluation

Overall maintenance of the dam is generally good. Specific maintenance items are
evaluated as follows: the sod on the crest and downstream slope of both the dam
and dike is in excellent condition; the crest of the spillway was free of debris;
the spillway training walls are in good condition; there are two seeps along the
downstream toe of the dam; and, all cutlet facilities are reported to be in operat-
ing condition. The owner should establish a formal warning system for the dam in
the event of an emergency.

10



SECTION 5 - EVALUATION OF HYDRAULIC/HYDROLOGIC FEATURES

5.1 General

Lynde Brook Reservoir Dam consists of two earth embankments impounding a normal
storage of 2,300 acre-ft., with provision for an additional 437 acre-ft. of capacity
in its surcharge space to the top of the dam. It is basically a high storage - low
spillage facility used for water supply purposes. The spillway is capable of dis—
charging about 560 cfs with the surcharge to the top of dam, The general topo-
graphic characteristics of the 2.80 sq. mi. (1,795 acre) drainage basin is best
described as rolling terrain, which rises from elevation 824.0 at spillway crest

to elevation 1,300. The upper reach of the drainage area is moderately populated

and the Worcester Municipal Airport occupies the middle of the area. Southwick Pond
is also located in the upper reaches of the drainage area. From the adjacent westerly
drainage area an aqueduct drains to Lynde Brook Reservoir from Kettle Brook Reservoir
No. 1. However, the inflow from Kettle Brook Reservoir Wo. 1 to the drainage

basin is considered negligible for maximum flow computations.

5.2 Design Data

No hydrologic computation or hydraulic data has been recovered for the dam.

5.3 Experience Data

The only records available in regard to past operation of the reservoir are
of water levels. These records are kept in the Worcester City Hall. It was
reported by the operator of the dam that the dam has never been overtopped.

5.4 Test Flood Analysis

Hydrologic and hydraulic characteristics of Lynde Brook Reservoir Dam and drainage
area were evaluated in accordance with the criteria given in Recommended Guidelines

for Safety Inspection of Dams. For determining surface areas and surcharge capacities,
planimetered areas were taken from contours delineated on U,.S8.G.8. 2,000 ft. per in.
quadrangle sheets., Reservoir area and capacity curves and tables, for use in flood
routing, are shown on Sheets D-2 and D-3, Appendix D.

As indicated in Section 1.2, paragraphs ¢ and d, Lynde Brook Reserveir Dam is classi-
fied as intermediate in size and has a high hazard potential. The recommended test
flood for the hydraulic evaluation of such a dam is a full PMF.

Precipitation data were obtained from Hydrometerological Report No. 33, which for
this area of Massachusgetts 1is 23.0Q in. of 6 hour maximum rainfall over a 10 square
mile area. This value was then reduced by 20 percent to allew for basin size,
shape and £it factors; an additional 0.4 in.was deducted for infiltration losses.
The six hour rainfall was distributed into one hour incremental periods as
suggested in Corps of Engineer Publication EC 1110-2-1411.

A triangular incremental unitgraph was assumed for the inflow hydrograph using a
computed lag time of 4.38 hours to derive a time-to-peak for the triangular
hydrograph of 4.0 hours {see computations on Sheets D-6 and D-7, Appendix D).
The test flood hydrograph is shown on Sheet D~8, Appendix D, indicating a peak
inflow of about 4,970 cfs or about a CSM value of 1,775.
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Discharge tables and curves for the spillway and for over the top of the dam are
showm on Sheets D-4 and D=5, Appendix D. The discharge from the 24 in, dia. low
level outlet has been neglected. '

Flood routings were performed for both the test flood and % PMF. Results of these
routings are shown on Sheets D=9 thru D-11, Appendix D, and are summarized as follows:

Routed Maﬁimum Max. Head Routed
Flood Test Flood Res. El. Over Main Test Flood
Magnitude Inflow cfs ft. NGVYD Dam ft. - OQutflow cfs
PMF
(Test Flood) 4,970 828.3 1.0 4,350
3s PMF 2,485 827.9 0.6 2,100

From the above table, it can be seen that the project will not pass the routed
test flood outflow without overtopping the dam by 1 £t. The project can handle
about 13 percent of the routed test flood outflow without overtopping the dam. -

5.5 Dam Failure Analysis

4 breach from overtopping or due to structural failure of either the main dam or

- dike is a possibility. For this analysis =& breach of each structure was
considered separately as the breach outflows from the structures would initially
follow different water courses. The "rule of thumb" method was used as a guide
in computing the breach outflows.

- Dam ‘Failure., A breach width of 38 percent of the dam length was assumed
for this analysis and a failure height from the bench at the toe of the embankment
to the top of dam was assumed equal to 31 ft, Using these dimensions an outflow
of about 55,000 cfs, which includes about 500 cfs from the spillway, would be
realized. (see Sheets D~12 thru D-18, Appendix D).

Discharges from the breach would flow down Lynde Brook, thence to Kettle Brook.
There are no structures in close proximity to Lynde Brook until the brogk

reaches State Route 9 about 2,800 ff. below the dam. However, because of the

high breach discharge and small amount of valley storage between the dam and

State Route 9, it is considered that severe flooding of commercial establishments
and houses will take place in the vicinity of State Route 9. It is estimated

that the discharge in this vicinity will be about 47,000 cfs and that the structures
will be flooded to depths varying from 1 to 9 ft. About 13 houses and 7 commercial
establishements would be flooded in this area. At this location, the culvert
passing under State Route 9 1s relatively small and it is estimated that State
Route 9 would be overtopped by the spillway discharge alone, but no significant
flooding of structures would probably take place under the spillway full flow
condition. About 600 ft. below State Route 9 Lynde Brook empties into Smiths

Pond where it is estimated that there will be flooding of at least five homes

and a mill located near the ocutlet of the pond. The depth of flooding around

the structures in this area is estimated to be between 3 and 7 f£t. and that no
flooding of these structuyres would occur under the spillway full conditions.
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Beyond Smiths Pond the water course is known as Kettle Brook, which follows a
relatively narrow ravine for a distance of about 2,400 ft. to another dam which
is part of a mill complex. It is estimated that the discharge in the brook at
this point will be about 31,000 cfs, and that the brook will rise about 17 ft.
because of the breach, severly flooding the adjacent fill. An inspection of the
waterway opening under Strafford Street, located about 2.1 miles below Lynde
Brook Reservoir Dam, indicated that the capacity of the waterway is adequate to
convey the spillway full discharge, but inadequate to handle the breach discharge.
The street as well as 3 mill complex located south of Strafford Street will be
significantly flooded. James Street, located about 2,000 ft.further downstream,
will also be flooded and three houses near the brook in this area will probably
sustain damage. Beyond James Street, the brook empties into Stomeville Pond
where the flood wave should be significantly reduced..

Dike Failure. For this failure analysis a breach width of 20 percent of the
dike's length at mid-height was used equal to 130 £t. The height of the breach was
assumed from the toe of the dike to the top of the embankment a distance of about
14 ft. Using these dimensions an outflow of about 11,800 cfs would be realized.
(See Sheets D-21 thru D-25, Appendix D).

Digscharges from the breach would flow down an unnamed water course for a distance
of about 7,000 ft. until reaching an underground conduit which has twin barrels
about 2.5 ft. high and 5 ft. The conduit would not be adequate to handle the
breach discharge and it is estimated that about 9,000 cfs would spill across
State Route 9, down over a steep embankment and into a large residential area.
The outflow would then cross Stafford Avenue and return to Kettle Brook to the
same damage reach as described under the dam failure analysis.

About 2,800 ft. below the dike there are about 4 homes in the Cherry Valley
section of Leicester that would sustain flooding due to the breach. It is
estimated that the depth of flooding in this area would be between 2 and 6 ft.
In the area of State Route 9 and the area between State Route 9 and Stafford
Avenue, it is estimated that from 50 to 70 homes, & commercial establishments,
a school and a church would be flooded to depths ranging between 1 and 9 ft.

In summary, in the initial impact areas described above there is considerable

urban development and more than a small number of habitable structures which

would be flooded by a2 breach of either the dam or dike at Lynde Brook Reservoir.

It is estimated that economic losses due to a breach would be excessive. There

is also the potential for the loss of more than a few lives. Sheet D-26, Appendix D
shows the area of potential flooding.
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SECTION 6 ~ EVALUATION OF STRUCTURAL STABILITY

6.1 Visual Observations

There are no design calculations, as-built drawings or other data which would permit
the preparation of structural stabllity computations. The dam is now stable and is
in good condition. The only deficiency that should be monitored is the minor seepage
in two locations at the downstream toe of the dam. )

6.2 Desipgn and Construction Data

No plan or calculations of value to a stability assessment are available,

6.3 Post-Construction Changes

There are no records of any post—construction changes made to the dam, dike or spill-
way that are of significance to the stability of the facility.

6.4 Seismic Stability

The dam is located in Seismic Zone No. 2 and in accordance with recommended Phase I
guidelines, does not warrant seismic analysis.
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SECTION 7

ASSESSMENT, RECOMMENDATIONS AND REMEDIAL MEASURES

7.1 Dam Assessment

a. Condition. On the bagis of the Phase I visual examination, Lynde Brook
Reservoir Dam and Dike appear to be in good condition. Structurally, however the
overall rating must be fair due to spillway inadequacy. The deficiencies revealed
indicate that a further investigation should be carried out and that some remedial
work is needed. The major concerns of the overall integrity of the dam are as
follows: ‘ - '

(1) The spillway can only pass 13 percent of the routed test flood cutflow.
(2) There is minor éeepage at locations along the downstream toe of the dam.

(3) The control of the outlet facilities downstream of the embankment
results in the conduit being under continuous head.

b. Adequacy of Information. The lack of in-depth engineering data did not
allow for a definitive review. Therefore, the adequacy of this dam could not be
assessed from the standpoint of reviewing design and constructiocan data, but is
based primarily on visual inspection, past performance history and sound engineering
judgement.

¢. Urgency. The recommendations and remedial measures enumerated below
should be implemented by the owner within one year after receipt of this Phase T
Inspection Report.

7.2 Recommendations

It is recommended that the owner should retain the services of a registered
professionalengineer experienced in the design of earthdams to make investigations
and studies of the following, and if proved necessary, to design appropriate remedial
works,

(1) Make a detailed hydrologic~hydraulic investigation to access further
the potential for overtopping and the adequacy of the spillway.

(2) Make a yearly evaluation of the seepage at the downstream toe of the dam.

(3) Perform a detailed analysis to provide means of positive closure on
upstream end of conduit.

(4) TInvestigate whether spillway discharge channel modifications are
required to forestall possible overtopping of the walls.

7.3 Remedial Measures

a. Operating and Maintenance Procedures

(1) Develop a formal surveillance and downstream emergency warning plaa,
including round-the-clock monitoring during periods of heavy precipitation.
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(2)

Institute procedures for an annual periodic technical inspection of the

dam and dike and its appurtenant structures, including the minor seepage.

e

7.4 Alternatives '

There appear to be no feasible alternatives to the above recommendations.

(3) Prepare a copy of the dam outlet control plan.
-
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INSPECTION CHECKLIST
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VISUAL INSPECTION CHECKLIST
PARTY ORGANIZATION

’

PROJECT LYNDE BROOK RESERVOIR DAM DATE 4/16/80

OWNER: CITY OF WORCESTER TIME 9:30 a.m.

WEATHER Cloudy

W.S. ELEV. 824.0 y.s, WA pu.s.

INSPECTION PARTY

PARTY:  A/E REPRESENTATIVES OWNER'S REPRESENTATIVES
1. Peter B. Dyson 1. Mike Pascal
2. Pasquale E. Corsetti 2.  Ed Foisy

3, Roger F. Berry

4. Carl J, Hoffman

5, William §. Zoino

PROJECT FEATURE INSPECTED BY REMARKS

1. Hydroiogic Roger F, Berry LBA
2. Hydraulics/Structures Carl J. Hoffman LBA
3. Soils & Geology William 8. Zoino GZA
4, General Features Peter By Dyson LBA
.5. General Features Paéquale E, Corsetti LBA
6.

7.

a.

9.
10.

LBA - Louls Berger & Associlates, Inc.
GZA - Goldberg~-Zoino & Assoclates, Inc.
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PERICDIC INSPECTION CHECKLIST

PROJECT LYNDE BROOK RESERVOIR DAM

DATE 4/16/80

PROJECT FEATURE EARTH EMBANKMENT

NAME

DISCIPLINE GEOTECHNICAL

NAME W. ZOINO

AREA EVALUATED

CONDITIONS

DAM EMBANKMENT SOUTH DAM

Crest Elevation

Current Pool Elevation

Maximum Impoundment to Date
Surface Cracks

Pavement Conditiom

Movement or Settlement.of Crest
Lateral Movement

Vertical Alginment

Horizontal Alignment

Condition at Abutment and at
Concrete Structures

Indications of Movement of
Structural Items on Slopes

Trespassing on Slopes

5loughing or Erosion of Slopes
or Abutments

Rock Slope Protection -
Riprap Failures

Unusual Movement or Cracking
at or near Toes

Unusual Embankment or
Downstream Seepage

Piping or Beoils
Foundation Drainage Features

Toe DPrains k

Instrumentation System

827.5
824.0
Unknown
None
N/A
None
None
Good
Good

Good

None

None

None

Good condition

None

2 minor seeps less than 0.1 gpm

at toe >

None
None evident

None evident

None evident
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C INSPECTION CHECKLIST

" PERIODI
PROJECT LYNDE BROOK RESERVOIR DAM DATE 4/16/80
PROJECT FEATURE  EARTH EMBANKMENT NAME W. Zoino
DISCIPLINE GEOTECHNICAL NAME
AREA EVALUATED ' CONDITIONS

DIKE EMBANKMENT EAST DIKE

Crest Elevation 827.35
Current Pool Elevation 824.0
Maximum Impoundment to Date Unknown
Surface Cracks None
Pavement Condition N/A
Movement or Settlement of Crest | None
Lateral Movement ' None
Vertical Alignment Good
Horizontal Alignment Good
Condition at Abutment and at | Good

Concrete Structures

Indidﬁﬁidns of Movement of Noune
Stru¢tural Items on Slopes

Tregpassing on Slopes None

Sloughing or Eroslon of Slopes None
or Abutments

Rock Siop Protection - Small sized 6"-12", but in good conditiom.
Riprap Failures

Unusual Movement or Cracking None
at or near Toes

Unusual Embankment or None
Downstream Seepage

Piping or Boils None evident

Foundation Drainage Features None evident

Toe Drains None evident

Instrumentation System None evident



PERIODIC INSPECTION CHECKLIST

PROJECT LYNDE BROOK RESERVOIR DAM DATE 4/16/80

PROJECT FEATURE OUTLET CONTROL STRUCTURES NAME

DISCIPLINE ) STRUCTURAL NAME C. HOFFMAN
ARFA EVALUATED CONDITIONS
OUTLET WORKS - CONTROL TOWER CONTROL HOUSE AT CONTROL TOWER

TOE OF SO. DAM

a. Conecrete and Structuyral

General Condition " Good
Condition of Joints Good
Spalling None
VisibleIReinforcing Yone

Rusting or Staning of Concrete None

Any Seepage or Efflorescence None
Joint Alignment Good
Unusual Seepage or Leaks in None evident

Gate Chamber

Cracks None

Rusting or Corrosion of Steel Minor on gate stems
.b. Mechanical and Electriecal N/A
Alr Vents

Float Wells

Crane Hoist

Elevator

Hydraulic Systen

Service Gates

Emergency Gates

Lighting Protectin System
Emergency Power Sy&?em

" Wiring and Lighting System in
Gate Chamber

AT EAST DIKE

Good

Good

None

None

None

None

Good

‘Unknown

None
None

N/A



PERIODIC INSPECTION CHECKLIST

PROJECT LYNDE BROOK RESERVOIR DAM DATE 4/16/80
PROJECT FEATURE Spillway -NAME
DISCIPLINE Structures NAME C. Hoffman
ARFA EVALUATED CONDITIONS
OUTLET WORKS — SPILLWAY WEIR, APPROACH
AND DISCHARGE CHANNELS
a. Approach Channel
General Condirion Good
Loose Rock Overhanging Channel None
Trees Overhanging Channel None
Floor of Approach Channel Paved
b. Weir and Training Walls ‘
General Condition of Concrete Good
Rust or Staining | Minor
Spalling None
Any Visible Reinforcing None
Any Seepaéé or Efflorescence Minor
Drain Holes ﬁ/A
c¢. Discharge Channel
General Condition Good
Loose Rock Overhanging Channel None
Trees Overhanging Channel None
Floor of Channel Paved
Other Obstructions None



PERIODIC INSPECTION CHECKLIST

PROJECT  LYNDE BROOK RESERVOIR DAM DATE 4/16/80
PROJECT FEATURE ' NAME
DISCIPLINE : NAME

AREA EVALUATED CONDITIONS

Outlet Works ~ Intake Channel and Intake Structure N/A
Qutlet Works - Transition & Conduit N/A
Outlet Works - QOutlet Stfucture and Outlet Channel N/A
Outlet Works - Service Bridge N/A
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OWN OR CITY L e/cerior

LOCATION
' DESCRIPTION OF DAM

Type Laribh~ comcrete core wad
Length ) -
Height Lo ‘
Thickness top s

" bottom 240 ‘
Downsiream Slope 2:7
Upstream .

2 ryp-rap

F-24" Fpes
Location of Gates ga_,//z'm /(/?'

Flashboards used
Width Flashboards or Gates

Dam designed by 7y /- /‘/”“/%wae - P7e

" constructed by

Length of Spillway
Size of Gates

Year constructed .
GENERAL REMAR!(S

Ownced by Crty of /’I/orc;eff'enhbn':r
ngZ' 26, Pz Oct 9./877

" 25 F36¢ . May2s187.. .

" 25 -p39/ - Aprid 17, 1876.

Jracdbiatons for revans ~ Mgk el “p /f/Z

DECREE NO. 262, PLAN NO. oaM NO. 7. 2F

C. C. DOCKET NO.

DESCRIPTION OF RESERVOIR & WATERSHED
Name of Main Stream Z}/ﬂdc Brooa
* " any other Streams :
Length of Watershed
Width "
Is Watershed Cultivated
Percent in Forests

Traced by: KM F;n\a on
Checked by: b.o.M. T

Steepness of Slope
Kind of Soil
No. of Acies in Watershed Dot

“*

oM 44 Rasarveir /32,

Length of Reservoir
Wiath "
Max Filow Cu. Ft per Sec.
Head or Flashboards-Low Water
“ o " High
GENERAL REMARKS

£ 0 Aerrikerp

//?J;aecr‘cd Dec, 7 1928 - =~ -

L NOVM R D -y ek ,ezn.-f, .
n : 4ly 24 (942 ~
”v o /‘prt//é‘ 1937 — K. M. Fiorja: .‘o‘a/)
P POl 1S 1958~ L. H.S
~ < Dec. 1o, 1945- 4
- " Jeph 16,1397 Lom-

-tibraryBursee W 99‘2&

| Jyopecled: Dec o, /9555wl T iyl
/ Nov, /8 1947 E. Perry - LoMm- Haroy
p San, 7, 19853 £ f~§07frvm/r‘ Wazszarju/

’-

May 25, 1960 - LoN - Starderd




COUNTY OF WORCESTER MASSACHUSETTS
COUNTY ENGINEER
Inspection of Dams, Reservoir Dams, and Reservoirs,

Inspected by... LOM=..L.Ga0dal e=L.lingley.. Date Nov.l2,1929., Dam No....26=25..........

.......................................................................................................

SPILLWAY
EL top Abutment.......cocccornverrnren Bile Crost......ovrorecreeeecersarere EL Aprofr.......corrernnnnns El Streambed............c.cconmivrmnranins

Width top Abutment......cc.ccoevneee ‘Width top Crest.................... Width bottom BpilWay.........cccveeeirererivesreremsissessassreressnsaes
Width Flashboards carried..........umrnnioncsissoninss Kind Flashboards...............oimnininmm s
El Flowline Cleanout Pipe...........conicvvcrmncriunsisssann. Size and Kind Cleanout Pipe...........coommssernserssstrissees

Kind of Foundation URAer SPIlWAY .......c..cocvierreermreminirncrsmissessssrssessasnsssssesssstessssssssassssssssessesseseassessssassessesassssset sinssoutissssses

Condition.... OEsexcept abutment walla. will. have. ko be. rebulli. acet frost
actiaon etc.-to be done 1930,

---------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

EL TOP....oonccrriiarernnrrcsssssasaens El Natural Ground..........ccocccveuee. veerveerens Width ToP.....cc.ocecriisrnnsenncssanesesassorssssesssannes
Width of Bottom........covvvmvsreecminensisusnens Upstream Slope.........ooeccevrccrnennnnnnnes Downstream Slope .voveeeerercveriaresiennennns

P P U P PSP PPN
8 Kind EL Flowli
1 - . TR PIRTRPPRRS . & | | 15 F O SO U T . OWLIIDG. ... irrriiattaren rrrinratrrasssnssastairetnyesennas

..........................................................................................................................................................................................................

T T L L T T T T L2 T T T RN

Recent Repairg and Dabe.......cccocoirmimsnninvnsssess st ceesecasssssaesessensens e rverenaeer ettt saranre oo e s
Topography of Country below DAl ... rceerioninnmiinensmesssersererssesenssns B asessmssereseas ceerersee s ettt s rsnse st

.......................................................................................................................................................................................................

..........................................................................................................................................................................................................

Number Acres in Pond..vriiinsinttiiccs . Drainage Ares in Square Miles........ooovorceieenens
Discharge in Second Feet per Square Mile.........ooo s rerrereeasrensastanens
Estimated Storage Millicn Cubic Feet...............




COUNTY OF WORCESTER MASSACHUSETTS
COUNTY ENGINEER
WOn of Dams, Reservoir Dama, and Reservoirs.

Tospected by........ Ka.. Me. Finlayson. . ... Date.4=15=37 ... Dam No...28-25

=

Town...... Lelcester ... Loostion.. Lynds Brook Res, ... -~

Dam Designed Dy.......c..ccooreicneivemeserirssesssesesessinsones Constructed by...........cocccrreenveerenecerereens YOAE. ...

Width top Abutment............ccc.... Width top Crest............ reieen Width Dottom SPIIWAY........cmmmicscsimsrnmissemnesmirsssnces
Width Flashboards carried................... rsressassnseises «Kind Flashboards.........coocmmenmcsimmmismmnisa
El Flowline Cleancut Pipe..........coeeeererveevmmsnencsnrnnes Sise and Kind Cleanout Pipe......c..coconeenininnninanas reanesesrrsaranes oo
Xind of Foundation Under BpIWay........oiseriiscrreesnsresmecssrnssssssssrssssssmsssasssesesss stersasssors ssssss secevs ssensasssasassesssssos sosssses
CONBIION. ..o o SIK e e rcrrres s ars et cetassssae s et s A R8 1000 455 4SR5k 18 e e AR ReR R0

EMBANEMENT —Length overall................... Feet

EL TOP..ccoovcrcnrrvrnieernreearen. Bl Natural Ground........covveccvecrereriner Width Top.....cccvvvrecinens
Width of Bottom.......ccooceccevevenrenceeee . Tpstream Slope..........ccovvcrmeneecesnssnnes Downstream Slope..........ccomsrenserrismsassenne .
Kind of CorewalIRlprap..
Material in FBmbAIKIIEDS..........occurssseesrssoes e srsensomeesiessee FOURMBEOR e erseersessresnssstceeee o
COMBION et errs e DB ereer et 8t 4558021584503 8500588t e

WHEEL Kind 8i Rated H. P
SOTDUPRTPROVRORURUOSUUIOTRTRUTOO: . 1. JOYOOUORVOOTOROPRPTRPTROPO ;1 7. P U s irssain
i Ave. Head
LOOALION. ... ccrire s sinernrivarissessensesssnesansssms ssssenensrsrsassssnenare sonsnas sosacnnns S WO
i Leaks in 8

Recent Repairs and Date.... ..t ssnssass
TOPORTAPhY Of COURLTT BOIOW DIAIML........ovrsceemrsesrissemcirsmsessasmsisssssssssssssnssssssesstuasenasssnstenssssesssssosssasssuna sesens sesmesssaressrnssasessnssasans

Nature of Buildings and Roads below Dam

PP PP LY P PY LR T T T T R L T L TR P R T PA T

Number of Acres it PoBd......cccerinnermmmsrmsrmmmsesssmscarsces Drainage Area in Square Miles..........ceovrvcermrsrersersnns
Discharge in Sacond Feet per Square Mile........c.cereievnmmecenes vnveseomnascsinesierseiesresssssese deaseresseasessasusnaarraaseret s asrs seseranaerseasens
Estimated Storage Million Cubic Feet...... eeiebeeeAissihitsrisiesesishsshsheatsRR e e s se s eEORR S e A eRE s SR s S onosn admee BT e A et anreses rans




COUNTY OF WORCESTER MASSACHUSETTS
COUNTY ENGINEER
Inspection of Dama, Reservoir Dams, and Reservoirs,

Inspected by... . N D0 L f0A ... Data. (e 43..193€ Dam No. LS 723 .

kaa\éasﬁr ......................................... Loest.mn\.\'r\ AD... BfQPMEQMYYQ\r
Owner. Wateastaw Walsr. Rept .. Use..... WATAY . SOV,
Maserial and Type... 2aA ..

EL Top.....ccverenrirecnrervennnn Bl Natural Ground.......coooooocvcrencivineenn WIGER TOP-cccvcinr e e rsesnonnsrasserenines

" Width of Botom.....voevoeroserereressnrn
TGDA OF COPEWAIL ...t ecesrereerassessssaarearesssesssessseresseerssnsesvessesssnsesnessessantoms snsssns e i

Material in Embankment
Condition....&/w.e.@ﬂ?.. R S I 5 =0 S o A 4

.....................................................................................................................

..........................................................................................................................................................................................................

.........................................................................................................................................................................................................

Recent Repairs and Date......ocoecvvviiciriecans
Topography of Coqntry below DAam .. ..ot coreresreeesseanen srrareeres orereresiaseareans eeevtreeressi et s b s an s ensers s snesnebeateae

..........................................................................................................................................................................................................

..........................................................................................................................................................................................................

Discharge in Second Feet per SQUATe Mile. ...ttt sses e e ses st sestmsrerasses s et pia s basee
Estimated: Storage Million Cubic Feet ..o ettt sra et et sssaress s et et sm b aa b et esamnsastas
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[Py N

§ wm top Abutment................ Width top Crest.. ..,.-...u...,,.wmm Bpl'llwsy. el

Width of Bottom ceersvssrnneernes U POTEATM Slope. esssessemmmnassesessemeenso DOWDStTR A Slope e

R .

D L T T T A L

Eaode.

Periy

H, wm.m.........._..m. Cresh. .o EL. ATRSE

W’idih Flashboards earried......... Kind Fhabboaah ceeesensesirssnens e srenaeseaens _ i
EL, Flowline Cleanout Pipe...........ccocvcrecssservesirricro.5in0 and Kind Cleanout Pipe.‘.‘

Kind of FPoundation unday SpillWay ...t nirmemss e ssessssssersssisttiemebeeeensesssenssse b soasmaioss sekebbbsssssssbsb b Lokt e

[YYeY™ B T T T T T L TP P PP P T PETT VR

: .
Kl Top. El Natural Ground..........cccocovceirscercrsre... Width Top...............

T L T T D T T Y P T T TPV

D L T T L L L L T LE L R LT endrrese

i Kind . Flowlin
Siee. j B, rerirenesaeretsanes .
.....

B T T LT P L T P T P Ry PP TP PR L S TP PPy DT T P P PP Y T T TP Ty FrT PP

WHEEL........, Kind Y rRated H. P Bt

wrea Cendud B T T LT LY LT T T YT T TP L P P P O S PP P PP

Topography of Country below Dnm«:...l_......._

Nature of Buildings and Roads below Dam......c.coevvvervnnanee. ¢ eseressu et Rae s a1 e AR AR b S AR 81 st

Numbar Acres In PORA......ec e cas s ene s Dmm.ge Ama in Square Miles....... rerrenas N

Dmha.rge in Second Feet per SQUAIe Mile... ...t et sesstssmesssssespassscsststbebarstnssraes s
N - . 3-10




. WORCESTER COUNTY ENGIW
b Inspection of Dams, Reservoir Dama,, mﬂ Reservoirs
W
L -
o El.toﬁ Abutment, El.Crest L. Apron El, st.wv_ e
V.'idth top Abut._____Width top Crest__ ___Width bottom Sp.way FOIL
i Mdm»ﬂashboards Xind Flasbhoards, -*’*{'{
o Bl. ”wline Cleanout Pipe Size and!’r Ki!ll P&pﬂ T
;;:_" : lund /of Foundation under Spillway i
i ! .Mg.ton ' s
T m..rop Fl.Naturzl GCround s width Top__ .
Width of Bottom Upstream Slope__ Downstream Slop& o
'Kind of Corewall Riprap S
Material in Embankment. i Foundation
; Condition 4,58
-GATES Location
Size ' Kind ____El.Flowline
Condition & ' s
‘Evidence of Leaks in Structure A
../ Recent Repairs and Date_
Number Acres in Pond Drﬁ.nage Area in Sg.Miles_ L
Discharge in Second Feet per Square Mile o '
- Bstimated Storage lillion Cublc peat i T : o
| G-I
e U T ol




e,

. SPRLLWAY

mmbymymf ........... . Date. L /2. /045, Dam No.. .amf. ........... —

e 05 YO TTTY 1 S v JOCBEIOD.. L)mn’& Brn!{ ...... Fas... :
' Om...f;'i)'z...a?é..xf.ox‘.amk...'..z.‘Jd‘i?.'ﬁ..met... Use.....

.........................................

........

| ER top Abutment...necen EL Cresh..ncnnnnenn..e T - 0" Y - A -
Width 609 AbMent. ... Width 09 CTOSk........ Wikt Dikbows SIwMORCESTER- COUNTY ~

e maie ol Lo LI

Width Fiashboards carried. ...Kind Flachboarda............ ENGINEERING. naaq-,...,._.,.,.., %

‘Kind of FPoundation under Bpillway .........civerrerivnineicnmmmnrmmerersessesenss .
CONAIION.....L 0 K sieseeeneislarssemresessssastesassossesssrabtsasrsssn esassessassensssnnsatioss heretresaest s bt et se e ae s R et e bar e s s s e me s et a A emer e bt semneas e

Recent Repairs and Date...
Topography of Country below Dalm......ccccovrrnnmirecninncnni e croenrenns O A T

............ v
Nature of Buildmp and Roads below Dam

Number Acres in Pond...........cccococverecennn, fosnernesraangssenssnanne Drainage Area in Square Miles.

.................................................

Discharge in Second Feet PEr SQUATE Mile. ..............ococreioseererssosrcoesssesmeseasees o seressossssesessseersesseessesmmsteesssosseessreen A
Eatimated Storage Million Cubic Feet

L T e T DT T T P TTT LTI T Y




rown__Lelcester . - - ' onena_ZSepn
Lecanan. Lynde Brook Res. | ornean by

WORCESTER COUNTY ENGINEERING DEPARTMENT
WORCESTER, MASBSACHUBETTS

DAM INSPECTION REPORT

ownenay_Worcester Water Dept. | mace YWorcester

inspegven oy BoPerry-Hardy-Marden oare _ Vev.18,1947,

- Tepeowoam _ Earth emb,.stone spllliway cONDITION good
. SPILLWAY
FLARHBBARDS IN PLACE hone REGENT REPAIRS none
geNDITION gaed ‘ N
REPAIRS NEEOED none. - - A
. EMBANKMENT
|
REDENT REPAIRSE ... none -
BONDITION good. '
REPAIRE NEEDED aone
GATES
RECENT REPAIRS none
CONDITION good
REPAIRS NEEDED. Dona
LEAKS
HOW SERIOUS none visible.
oaver . Feb.6,1947
v BHUN 1 m——————
®-13




| mnm“_ / I’ DAM Nn..l.S:’.'__.z'-S'_
mnn&l:‘mm - - BTREAM... .

WORCESTER COUNTY ENBINKER!NG DEPARTMENT
WORCESTER, MASSACHUBETTS

DAM INSPECTION REPORT

9""._.—__663\-—2"‘9 aY. i Wk fﬁ@&@‘—' PLACK | | URE l .-OL. : -
m_--ﬂtm.&ﬁ?semﬂl * U&{iMxA o AIL3
. ‘ . BUNDITIQN‘&Q_M:_WW

— TYPE OF DAM h\r‘yﬁ_ _
SPI.I..!,WAY
NDVLG

FLASHBOARDS iN PLACE

BONDITION o -Et S&. Ltﬂ—l"

REGENT l:PAIﬂB..........&.m_ _._..._..._....__.._..m |

REPAIRS NEEDED eNE
EMBANKMENT
RECENT REPAIRS N sWZ
CONDITION . .',E“-C-‘U,,@M,_
REPAIRS NEEDED ..mreninm NQM »
BATES |
RECENT REPAIRS ‘,\LOM
CONDITION 5’ %W
REPAIRS NEEDED and
LEAKS
| HEOW BERIOUS N.QM :

DATE:. /// ?// 5.7

COQUNTY ENQINEKER

.

2-14




TOWN Larg asrher ‘ DAM NO, 2~z

LOCATION __ g sl off foservos 2% STREAM Lysste Breok
ra

Uynite Brood Bs *

WORCESTER COUNTY ENGINEERING DEPARTMENT
WORCESTER, MASSACHUSETTS

e

— —

DAM INSPECTIION B
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APPENDIX E

INFORMATION AS CONTAINED
IN THE
NATIONAL INVENTORY OF DAMS
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